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SAC 305 Lead-Free Solder (25 pounds) Nathan Trotter Solder

SKU solder lead free - Nominal composition: 96.5% Tin, 3% Silver, 0.5% Copper

PRODUCT OVERVIEW

SAC 305 lead-free solder bar (96.5% tin, 3% silver, 0.5% copper), sold in 25
Ib increments. Performs reliably in wave soldering, solder dip, and
solder-coating applications. Certificate of analysis included with every order.

TYPICAL PHYSICAL PROPERTIES TYPICAL COMPOSITION (wt %)

Melting Point 423-428 °F Tin (Sn) ~96.5
Density 7.37 glcm3 Silver (Ag) =3
Copper (Cu) ~0.5
Trace elements balance

ABOUT THESE VALUES

Values shown are typical for this grade and are provided for reference. Because this is a refined natural material, exact composition
varies slightly from lot to lot. Figures should be read as nominal, not as a certification of any specific shipment. Lot-specific analysis
is available on request — contact us before ordering if your application requires it.

PACKAGING & ORDERING

Shipped in the unit size shown above, sealed to prevent oxidation in transit. Bulk discounts apply automatically at checkout for
qualifying quantities. Free shipping within the US on orders between 5 Ibs and 15 Ibs. For very large orders, contact us directly for
pricing and availability.
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