
SECTION 1: IDENTIFICATION

Product Name: Grade 2 Tin-Base Babbitt Bearing Alloy — Ingot — by MS MetalShipper

Product Identifier: Tin-base babbitt alloy (ASTM B23 Grade 2): tin / antimony / copper

Other Identification: Babbitt metal; bearing metal

Product Form: Solid metal ingot (massive form)

Recommended Use: Bearing lining and repair, metal casting, industrial maintenance

Restrictions on Use: None known

Responsible Party: Metal Shipper (“MS MetalShipper” — MetalShipper.com)
30 N Gould St, Ste R
Sheridan, WY 82801, USA

Telephone: (484) 713-5898

E-mail: support@metalshipper.com

Emergency Telephone: (484) 713-5898 (Monday–Friday, business hours ET)

SECTION 2: HAZARD(S) IDENTIFICATION

Classification of the substance or mixture in accordance with 29 CFR 1910.1200(d):

Not classified as hazardous according to the criteria of the OSHA Hazard Communication Standard (29 CFR 1910.1200) / GHS. This
metal in massive (solid) form is not a dangerous substance under GHS classification criteria.

Label Elements (GHS-US):

Signal word: None required. Hazard pictograms: None required.

Hazard statements: None. Precautionary statements: None required.

Hazards Not Otherwise Classified (HNOC):

Molten metal causes severe thermal burns. Fume generated during melting contains antimony and tin oxides and may irritate the
respiratory tract; use ventilation. See Sections 8 and 11.

SECTION 3: COMPOSITION / INFORMATION ON INGREDIENTS

Mixture (alloy)

Chemical Name CAS No. Concentration (% wt.) GHS-US Classification

Tin 7440-31-5 88 – 90 Not classified

Antimony 7440-36-0 7 – 8 Not classified (massive form)

Copper 7440-50-8 3 – 4 Not classified

Lead (trace impurity) 7439-92-1 < 0.3 See note

Lead is present only as a trace impurity below the 0.3% concentration threshold for classification of the mixture (per lot Certificate of Analysis). Trace
impurities do not contribute to classification.

SECTION 4: FIRST-AID MEASURES

Inhalation: If dust or fume is inhaled, remove person to fresh air and keep at rest in a position comfortable for
breathing. Seek medical attention if irritation persists or if you feel unwell.

Eye Contact: Rinse cautiously with water for several minutes. Remove contact lenses if present and easy to do;
continue rinsing. Seek medical advice if irritation persists.

Skin Contact: Wash with soap and plenty of water. Molten metal: flush the contact area with water to cool and solidify;
do not attempt to remove solidified metal or encrusted clothing. Cover burns with a sterile dressing and
seek immediate medical attention.
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Ingestion: Rinse mouth. Do not induce vomiting. Seek medical advice if you feel unwell; show this Safety Data Sheet
or product label.

Most Important
Symptoms:

Thermal burns from molten metal. Respiratory irritation from melting fume. Mechanical irritation from dust.

Medical Attention: Treat symptomatically. No specific antidote.

SECTION 5: FIRE-FIGHTING MEASURES

Extinguishing Media: Product does not burn in massive form; use media suitable for the surrounding fire. For metal dust fires:
Class D extinguishing agent or dry sand. Do NOT use water on fires involving molten metal (risk of steam
explosion).

Specific Hazards: Finely divided metal dust may be combustible when dispersed in air and exposed to an ignition source.
Contact with strong oxidizers may intensify fire. Hazardous combustion products: metal oxide fume.

Protective Equipment: Firefighters should wear full protective clothing and NIOSH-approved self-contained breathing apparatus
(SCBA).

SECTION 6: ACCIDENTAL RELEASE MEASURES

Personal Precautions: Solid metal presents no significant spill hazard; collect pieces mechanically. For dust: avoid generating
airborne dust; wear personal protective equipment per Section 8.

Environmental
Precautions:

Prevent entry into drains, surface water, and soil where practical.

Containment / Clean-up: Sweep or vacuum (HEPA) dust and place in a suitable, labeled container for recovery or disposal. Recycle
metal where possible.

SECTION 7: HANDLING AND STORAGE

Precautions for Handling: Handle ingots with care to avoid crush injuries. Avoid inhaling fume when melting; use local exhaust
ventilation and keep melt temperatures as low as practical. Ensure metal is clean and dry before
immersion in a melt. Do not eat, drink, or smoke when using this product. Wash hands after handling.

Conditions for Safe
Storage:

Store in a cool, dry, well-ventilated area away from strong acids, strong oxidizing agents.

SECTION 8: EXPOSURE CONTROLS / PERSONAL PROTECTION

Occupational Exposure Limits:

Substance OSHA PEL (TWA) ACGIH TLV (TWA) NIOSH REL (TWA)

Tin (as Sn) 2 mg/m³ 2 mg/m³ 2 mg/m³

Antimony (as Sb) 0.5 mg/m³ 0.5 mg/m³ 0.5 mg/m³

Copper (dust / fume) 1 / 0.1 mg/m³ 1 / 0.2 mg/m³ 1 / 0.1 mg/m³

Lead (as Pb, trace) 0.050 mg/m³ (1910.1025) 0.05 mg/m³ 0.050 mg/m³

Engineering Controls: Use local exhaust ventilation for operations that generate dust or fume (melting, casting, grinding) to keep
airborne concentrations below applicable exposure limits.

Eye / Face Protection: Safety glasses with side shields. Face shield when working with molten metal.

Skin Protection: Protective gloves recommended for routine handling; heat-resistant gloves and clothing required for
molten-metal work.

Respiratory Protection: Not required under normal handling of solid metal. Use a NIOSH-approved particulate respirator if dust or
fume exposure may exceed limits.

Hygiene Measures: Wash hands and exposed skin before eating, drinking, or smoking, and when leaving work.

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES
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Appearance: Silvery metallic solid (ingot) Odor: Odorless

pH: Not applicable (solid metal) Melting Range: Approx. 241 °C (466 °F) solidus; pouring temp.
approx. 424 °C (795 °F)

Boiling Point: Not determined Flash Point: Not applicable

Flammability (solid, gas): Not flammable in massive form Explosive Limits: Not applicable

Vapor Pressure: Negligible at ambient temperature Relative Density: Approx. 7.4 g/cm³

Solubility: Insoluble in water Auto-ignition Temperature: Not applicable

Decomposition Temperature: Not applicable Viscosity: Not applicable

SECTION 10: STABILITY AND REACTIVITY

Reactivity: Not reactive under normal conditions of use.

Chemical Stability: Stable under normal ambient conditions.

Hazardous Reactions: Hazardous polymerization will not occur.

Conditions to Avoid: Overheating the melt (increases fume); generation of fine dust; contact of molten metal with water or
moisture.

Incompatible Materials: Strong acids, strong bases, strong oxidizing agents, halogens.

Hazardous
Decomposition:

Tin, antimony, and copper oxide fumes at elevated (melting/casting) temperatures.

SECTION 11: TOXICOLOGICAL INFORMATION

Likely Routes of
Exposure:

Inhalation of dust or fume; ingestion; skin and eye contact.

Acute Toxicity: Not classified. Constituents in massive alloy form exhibit low acute toxicity.

Skin / Eye: Not classified. Dust may cause mechanical irritation.

Sensitization: Not classified.

Carcinogenicity: Not classified. Antimony metal is not listed by IARC; antimony trioxide (IARC 2B) may form in fume during
melting — control fume per Section 8.

Reproductive Toxicity: Not classified (lead impurity below classification threshold).

STOT — Repeated
Exposure:

Not classified. Chronic inhalation of antimony fume may cause respiratory irritation and pneumoconiosis;
prolonged tin fume exposure may cause stannosis (benign).

Aspiration Hazard: Not applicable (solid).

SECTION 12: ECOLOGICAL INFORMATION

Ecotoxicity: Massive metal is not expected to be harmful to aquatic organisms; it is practically insoluble in water and of
low bioavailability.

Persistence /
Degradability:

Not applicable to metals; the element does not degrade.

Bioaccumulative
Potential:

Low.

Mobility in Soil: Low; insoluble solid.

Other Adverse Effects: None known.

SECTION 13: DISPOSAL CONSIDERATIONS

Disposal Methods: This metal is fully recyclable; recovery and recycling through a licensed metal recycler is the preferred
disposal route. Otherwise dispose of contents in accordance with all applicable federal, state, and local
regulations. Consult a permitted waste disposal facility (TSDF) to ensure compliance.

Contaminated Packaging: Packaging is non-hazardous and may be recycled or disposed of as ordinary waste.
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SECTION 14: TRANSPORT INFORMATION

US DOT IATA (Air) IMDG (Sea)

UN Number Not regulated Not regulated Not regulated

Proper Shipping Name Not regulated Not regulated Not regulated

Hazard Class / Packing Group None / None None / None None / None

This material in solid massive form is not classified as a dangerous good for transport by any mode.

SECTION 15: REGULATORY INFORMATION

TSCA (US): All constituents (Sn, Sb, Cu, trace Pb) are listed on the TSCA Inventory and designated active.

CERCLA (40 CFR 302): Antimony is a CERCLA hazardous substance (RQ 5,000 lb); RQ does not apply to massive solid forms ≥
100 µm.

SARA 302 (EHS): No constituent listed.

SARA 311/312: Not classified as hazardous; no Tier II hazard categories apply.

SARA 313 (TRI): Antimony and copper are Section 313 listed (de minimis 1.0%); this alloy exceeds de minimis for both.
Lead is below its reporting threshold as a trace impurity but has no de minimis — processors should
evaluate against the 100 lb lead threshold.

California Proposition 65: Antimony (metal) is not listed under Proposition 65. Antimony trioxide, which may form in fume during
melting, is listed; control fume exposure per Section 8. Trace lead is below the level requiring a warning
per supplier Certificates of Analysis.

State Right-to-Know: Tin, antimony, and copper appear on state right-to-know lists.

SECTION 16: OTHER INFORMATION

SDS Prepared By: MS MetalShipper (MetalShipper.com), Product Compliance

Issue / Revision Date: July 20, 2026 — Version 1.0

Data Sources: Supplier Safety Data Sheets and Technical Data Sheets (Nathan Trotter & Co., Inc. — Grade 2 Babbitt);
ASTM B23; OSHA 29 CFR 1910.1000 Table Z-1; ACGIH TLVs; NIOSH Pocket Guide; supplier
Certificates of Analysis.

Disclaimer: The information provided in this Safety Data Sheet is presented in good faith and believed to be accurate as of the revision date shown. It
relates only to the specific material designated and may not be valid for such material used in combination with any other materials or in any process.
MS MetalShipper makes no representation or warranty, express or implied, as to the completeness or continuing accuracy of this information, and
disclaims all liability for reliance on it. Users are responsible for determining the suitability of the product for their intended use and for compliance with
all applicable laws and regulations.

END OF SAFETY DATA SHEET
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